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JascoPro Series Wi-Fi
LED Light Fixture, 24in.
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18in. linking cord

5ft. power cord

12mm screws (2)

Additional Installation Information
 ∙ Includes all mounting hardware and instruction manual for easy 
installation

 ∙ Directly wire  this fixture to an existing wall switch using the 
Enbrighten Junction Box (39971), sold separately

 ∙ Not to be used with a dimming circuit or any other electronically 
switched control 

 ∙ Additional linking cords sold separately

 ∙ Indoor use only

Design Features
 ∙ Free JascoPro Series app – no hub required

 ∙ Wi-Fi or Bluetooth setup and control

 ∙ Built-in power button for manual operation

 ∙ Mobile or voice control – works with Amazon Alexa and  
Google Assistant

 ∙ Color-changing or Color-Select modes

 ∙ Tunable white – 2000K-6500K

 ∙ Dimmable – full-range dimming

 ∙ SmartSun lighting – automatically adjust white temperatures  
and brightness based on personal setting to support proper 
circadian rhythm 

 ∙ Schedules and automations

 ∙ Fully diffused LED light source with no hot spots

 ∙ Linkable up to 20 fixtures

 ∙ UL certified

Specifications
Length of fixture: 24in.  Lumens: 1005 
Voltage: 120  Hertz: 60  CCT: 2000K-6500K

CRI: 95  Wattage: 16.1  Efficacy (lm/w): 62.5

Max linkable: 20 fixtures  Lifetime: 50,000 hours 

Signal frequency: 2.4GHz  

Warranty: 5-year limited warranty
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Compliances, specifications and availability                        
are subject to change without notice. 

Distributed by Jasco Products Company LLC  
10 E. Memorial Rd., Oklahoma City, OK

Questions? Contact our U.S.-based Consumer Care at 
1-800-654-8483 between 7AM-8PM, M-F, Central Time.
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EASY APP CONTROL 

Download the free JascoPro Series app to 
control your devices from anywhere
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ELECTRICAL CORD CAN BE  
ROUTED AROUND CORNERS  
TO SUIT THE INSTALLATION

3 PIN
3 PIN

3 PIN
2 PIN2 PIN


